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GENERAL NOTES FOR SOIL SAMPLING AND CLASSIFICATIONS 
 
BORINGS, SAMPLING AND GROUNDWATER OBSERVATIONS: 
Drilling and sampling were conducted in accordance with procedures generally recognized and accepted as standard 
methods of exploration of subsurface conditions.  The borings were drilled using a truck-mounted drill rig using auger 
boring methods with standard penetration testing performed in each boring at intervals ranging from 1.5 to 5.0 feet.  The 
stratification lines on the logs represent the approximate boundary between soil types at that specific location and the 
transition may be gradual.  
 
Water levels were measured at drill locations under conditions stated on the logs.  This data has been reviewed and 
interpretations made in the text of the report.  Fluctuations in the level of the groundwater may occur due to other factors 
than those present at the time the measurements were made.  
 
The Standard Penetration Test (ASTM-D-1586) is performed by driving a 2.0 inch O.D. split barrel sampler a distance of 18 
inches utilizing a 140 pound hammer free falling 30 inches.  The number of blows required to drive the sampler each 6 
inches of penetration are recorded.  The summation of the blows required to drive the sampler for the final 12 inches of 
penetration is termed the Standard Penetration Resistance (N).  Soil density/consistency in terms of the N-value is as 
follows: 
 

COHESIONLESS DENSITY COHESIVE CONSISTENCY 

0-10 Loose 0-4 Soft 
10-30 Medium Dense 4-8 Medium Stiff 
30-50 Dense 8-15 Stiff 
50 + Very Dense 15-30 Very Stiff 

  30 + Hard 
 

 
 
 

SOIL MOISTURE TERMS 
Soil Samples obtained during the drilling process are visually characterized for moisture content as follows: 
 

MOISTURE 
CONTENT 

 
DESCRIPTION 

 
Damp 

Soil moisture is much drier than the Atterberg plastic limit (where soils are cohesive) and generally 
more than 3% below Standard Proctor “optimum” moisture conditions.  Soils of this moisture generally 
require added moisture to achieve proper compaction.  

 
Moist 

Soil moisture is near the Atterberg plastic limit (cohesive soils) and generally within ±3% of the 
Standard Proctor “optimum” moisture content.  Little to no moisture conditioning is anticipated to be 
required to achieve proper compaction and stable subgrades.  

 
Very Moist 

Soil moisture conditions are above the Atterberg plastic limit (cohesive soils) and generally greater 
than 3% above Standard Proctor “optimum” moisture conditions.  Drying of the soils to near 
“optimum” conditions is anticipated to achieve proper compaction and stable subgrades.  

 
Wet 

Soils are saturated.  Significant drying of soils is anticipated to achieve proper compaction and stable 
subgrades.  

 
 
 

SOIL CLASSIFICATION PROCEDURE: 
Soil samples obtained during the drilling process are preserved in plastic bags and visually classified in the laboratory.  
Select soil samples may be subjected to laboratory testing to determine natural moisture content, gradation, Atterberg limits 
and unit weight.  Soil classifications on logs may be adjusted based on results of laboratory testing.  
 
Soils are classified in accordance with the ASTM version of the Unified Soil Classification System.  ASTM D-2487 
“Classification of Soils for Engineering Purposes (Unified Soil Classification System) describes a system for classifying 
soils based on laboratory testing.  ASTM D-2488 “Description and Identification of Soil (Visual-Manual Procedure) 
describes a system for classifying soils based on visual examination and manual tests.  
 
Soil classifications are based on the following tables (see reverse side): 
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GENERAL NOTES FOR SOIL SAMPLING AND CLASSIFICATIONS 
 

PARTICLE SIZE DEFINITION CONSTITUENT MODIFIERS 

Boulders:  >12”   
Cobbles:  3” to 12” Trace Less than 5% 
Gravel: Coarse: 3/4” to 3” Few 5-10% 
 Fine: No. 4 (3/16”) to 3/4” Little 15-25% 
Sand: Coarse No. 10 (2.0mm) to No. 4 (4.75mm) Some 30-45% 
 Medium No. 40 (0.425mm) to No. 10 (2.0mm) Mostly 50-100% 
 Fine No. 200 (0.074mm) to No. 40 (0.425mm)   
 
Silt & Clay 

  
<0.074mm; classification based on overall plasticity; in general 
clay particles <0.005mm. 

  

 
 

ASTM/UNIFIED SOIL CLASSIFICATION AND SYMBOL CHART 

 
COARSE-GRAINED SOILS 

(more than 50% of materials is larger than No. 200 sieve size) 
 

 
 

GRAVELS 
More than 50% of coarse fraction larger 

than No. 4 sieve size 

 Clean Gravel (less than 5% fines) 

GW Well-graded gravel, gravel-sand mixtures, little or no fines 

GP Poorly-graded gravels, gravel sand mixtures, little or no fines 

 Gravels with fines (more than 12% fines) 

GM Silty gravels, gravel-sand-silt mixtures 

GC Clayey gravels, gravel-sand-clay mixtures 

 
 

SANDS 
More than 50% of coarse fraction smaller 

than No. 4 sieve size 

 Clean Sands (Less than 5% fines) 

SW Well-graded sands, gravelly sands, little or no fines 

SP Poorly-graded sands, gravelly sands, little or no fines 

 Sands with fines (More than 12% fines) 

SM Silty sands, sand-silt mixtures 

SC Clayey sands, sand-clay mixtures 

Depending on percentage of fines (fraction smaller than No. 200 sieve size), coarse-grained soils are classified as follows: 
 
 
Less than 5 percent ……………………………………………………………………………………………….…….GW, GP, SW, SP 
Greater than 12 percent ………………………………………………………………………………………………...GM, GC, SM, SC 
5 to 12 percent ………………………………………………….……Borderline cases requiring dual symbols: SP-SM, GP-GM, etc. 
 

 
FINE-GRAINED SOILS 

(50% or more of material is smaller than No. 200 sieve size) 

 
 

SILTS AND CLAYS 
Liquid Limit less than 50% 

ML Inorganic silts and very fine sands, rock flour, silty or clayey fine sands 
or clayey silts with slight plasticity 

CL Inorganic clays or low to medium plasticity, gravelly clays, sandy 
clays, silty clays, lean clays 

CL-ML Inorganic silty clay of slight plasticity, P.I. between 4 and 7 

OL Organic silts and organic silty clays of low plasticity 

 
SILTS AND CLAYS 

Liquid Limit 50% or greater 

MH Inorganic silts, micaceous or diatomaceous fine sandy or silty soils, 
elastic silts 

CH Inorganic clays of high plasticity, fat clays 

OH Organic clays or medium to high plasticity, organic silts 

HIGHLY ORGANIC SOILS PT Peat and other highly organic soils 

 

 














































